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SHURE PGX WIRELES.S

PGX2 Handheld Transmitter

L)
@ Power / Infrared (IR} / Mute indicator
Green | Ready
Flashing green | Controls locked (ses page 6)
Ambar | Mule on
Flashing red | IR transmission in process
Glowing red | Battery power low

Pulsing red on | Batteries dead (fransmitter cannot be turned on
startup | until batieries are changed)

Pulsing red after | Transmitter and receiver incompatible, contact
synchronization | your Shure reseller

8 On-off / mute switch
Press and hold to turn on or off, Press and release to mute or unmute.

& IR port
Receives infrared beam to synchronize frequencies. When using multiple
systems, only one transmitter IR port should be exposed at a time.

Changing Batteries

» Expected life for alkaline batteries is approximately
8 hours. ﬁ

+ \When the transmitter light glows red, the batteries should %
be replaced immediately, as shown on the right. @

Adjusting Gain
= Access the gain adjustment switch by unscrewing the

head of the microphone. @]
» Two gain settings (1) are available on the PGX2, Use

the fip of a pen or a small screwdriver to move the ]

switch. E

+  0dB: For quiet fo normal vocal performance.
+  —10dB: Use only if audio is distorted due to
high vocal levels.
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PGX1 Bodypack Transmitter

@ Power/ Infrared (IR} / Mute indicator

Green | Ready
Flashing grean | Gontrols locked (see page 6)
Ambar | Mute on
Flashing red | IR transmission in procese
Glowng red | Battery power low

Pulsing red on | Batteries dead (fransmitter cannat be tumed on
startup | until batteries are changed)

Pulsing red after | Transmitter and receiver incompatible; contact
synchronization | your Shure reseller

8 On-off / mute switch
Press and hold to turn on or off. Press and release to mute or unmute
@ 4-Pin Microphone Input Jack
O IR port
Receives infrared beam to synchronize frequencies. When using
multiple systems, only one transmitter IR port should be exposed at
atime.

@ Gain adjustment switch (see below)

Wearing the Bodypack Transmitter

= Clip the transmitter to a belt (1) or slide a guitar strap ®
through the transmitter clip (2) as shown. If using a
belt, slide the transmitter until the belt is pressed 7

against the base of the clip.

Changing Batteries
« Expected life for alkaline batteries is approx-

imately 8 hours. :
+ When the transmitter light glows red, the bat- B :
teries should be replaced immediately, as -

shown on the left.
Adjusting Gain

+ Three gain settings are available on the PGX1:
«  mie: Microphone
+ 0 Guitar
+ =10 Use only if audio is distorled due to high input level




SHURE PEX WIRELESS

Single System Setup

In any wirgless setup, each transmitter and receiver pair must be tuned to
the same frequency, or channel. The PGX wireless system uses aulomatic
fransmitter setup to synchronize the transmitter and receiver channels.

Note: transmitting devices such as cellular phones and two-way radics, and
digital devices such as CD players and effects processors, may interfere with
wireless audio fransmissions. Keep your PGX transmitters and receivers
away from these and other polential sources of interference.

Single System Setup

1. Automatic Frequency Selection

Press and release the channel button. This scans for a clear channel and
sets the receiver to that channel.

) es3 channel button
LED screen displays ‘1 |l:|-°r acan for a clear
current channel ] B channel

channel

system scans for
clearast available 3 -,

channel L !

2. Automatic Transmitter Setup

Open the transmitter battery compartment to display the infrared (IR} port
{see pages 4 and 5).

With the transmitter IR port exposed to the receiver, press sync,

When the receiver ready light glows, the system is ready for use. Close the
transmitter battery compartment.







